
FarSite Communications - Cable Connection Pinouts 

Copyright © FarSite Communications Ltd, 1999-2002 
http://www.farsite.co.uk/ 

 
TEST-PC2 R04 - loopback cable for testing communications cards 

 
 
Suitable for testing FarSync T2P, X.PORT PC2 and X.PORT Xi+ communications cards in a 
RS232C configuration. 
 
The label on the hood should read: TEST-PC2 R04 
 
All connections are local loops. 
 
 
           37 Pin Male Plug 
 
 
    TxD A  14 ───────── 27  RxD B 
    RxD A  22 ───────── 17  TxD B 
    RTS A  15 ───────── 23  CTS A 
    RTS B  18 ───────── 28  CTS B 
    DTR A  19 ───────── 35  DCD B 
    DCD A  25 ──┬────── 36  DTR B 
    DSR A  33 ──┤ 
    RI  A  34 ──┘ 
    TxCiA  29 ──┬───┬── 32  RxCiB 
    RxCiA  24 ──┘   └── 30  TxCiB 
           13 ───────── 31 
 
Notes:  
 
�� R04 specifies a link between pins 25, 36, 33 and 34 to correct an error in the R03 specification, is 

in all other ways compatible with R02. 
 
�� The test connector should be used in conjunction with the FarSync Card Test program or the 

X.PORT Card Test program. 
 
�� A MCR2 cable plus a RS232C Null-Modem cable will also perform the same function 


